
AM2 AM2T AM4 AM4T

PYF08A PYF08A-E

SM2S PY08

PY08-02

PYF14A PYF14A-E

SY4S PY14

PY14-02

AM2 AM2T AM4 AM4T

AM4TL

AM2-P AM2T-P AM4-P

AM2L AM2TL AM4L

AM2L-P AM2TL-P AM4L-P

POWER RELAYCLASSIFICATION

MODEL

APPEARANCE

MOUNTING & SOCKET

PLUG-IN TERMINAL

PC-BOARD TERMINAL

WITH LED PLUG-IN

WITH LED PC-BOARD

CONTACT FORM

CONTACT MATERIAL

RATED LOAD(RESISTIVE)

ELECTRICAL LIFE

MECHANICAL LIFE

COIL

CONTACT

RATE VOLTAGE

POWER CONSUMPTION

PICKUP VOLTAGE

DROPOUT VOLTAGE

DIELECTRIC
STRENGTH

BETWEEN CONTACT & COIL

BETWEEN CONTACT

INSULATION RESISTANCE

AMBIENT TEMPERATURE

AMBIENT HUMIDITY

WEIGHT

DIMENSIONS(mm)

CONNECTION DIAGRAMS

Ag Alloy

7A / 250VAC
7A / 30VDC

10
5

times

10
7

times

DC(V): 6, 12, 24, 48, 110, 120V
AC : 6, 12, 24, 48, 110/120, 220/240(V)

DC Coil: 0.9W
AC Coil: 1.0 ~ 1.3VA

AC 80% Max.
DC 80% Max.

AC 30% Max.
DC 10% Max.

1500VAC / 1Min

1000VAC / 1Min

≥500MΩ(500VDC)

-10 ~ + 55℃℃

45 ~ 85%RH

32g 32g 34g 34g

DPDT(2C) 4PDT(4C)

Bottom View

1 4

5 8

9 12

13 14

1 2 3 4

5 6 7 8

9 10 11 12

13 14
Bottom View

PYF08A PYF08A-E

SM2S PY08

PY08-02

DPDT(2C)

PYF14A PYF14A-E

SY4S PY14

PY14-02

AM4TL-P

AM4TL-P

4PDT(4C)

Bottom View

1 4

5 8

9 12

13 14

1 2 3 4

5 6 7 8

9 10 11 12

13 14
Bottom View

10A / 250VAC
10A / 24VDC

5A / 250VAC
5A / 30VDC

5A / 250VAC
5A / 24VDC

With test button With test button
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AL2 AL4

PTF08A

PT08

PTF08A-E

PT08-02

PTF14A

PT14

PTF14A-E

PT14-02

AL2 AL2T AL4

AL4-P

AL4L

AL2T-PAL2-P

AL2TLAL2L

AL2L-P AL2TL-P AL4L-P

DPDT(2C) 4PDT(4C)

Ag Alloy

12A / 250VAC
12A 30VDC/

10
5

times

10
7

times

DC(V): 6, 12, 24, 48, 110, 120V
AC : 6, 12, 24, 48, 110/120, 220/240(V)

DC Coil: 0.9W
AC Coil: 1.0 ~ 1.3VA

DC Coil: 1.5W
AC Coil: 1.9 ~ 2.5VA

AC 80% Max.
DC 80% Max.

AC 30% Max.
DC 10% Max.

2000VAC / 1Min

1200VAC / 1Min

≥500MΩ(500VDC)

-10 ~ + 55℃℃

45 ~ 85%RH

35g 35g 65g
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3 4

5 6

7 8
Bottom View
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Bottom View

AL2T

DPDT(2C)

1 2

3 4

5 6

7 8
Bottom View

PTF08A

PT08

PTF08A-E

PT08-02

10A / 250VAC
10A / 24VDC

10A / 250VAC
10A / 30VDC

With test button

POWER RELAYCLASSIFICATION

MODEL

APPEARANCE

MOUNTING & SOCKET

PLUG-IN TERMINAL

PC-BOARD TERMINAL

WITH LED PLUG-IN

WITH LED PC-BOARD

CONTACT FORM

CONTACT MATERIAL

RATED LOAD(RESISTIVE)

ELECTRICAL LIFE

MECHANICAL LIFE

COIL

CONTACT

RATE VOLTAGE

POWER CONSUMPTION

PICKUP VOLTAGE

DROPOUT VOLTAGE

DIELECTRIC
STRENGTH

BETWEEN CONTACT & COIL

BETWEEN CONTACT

INSULATION RESISTANCE

AMBIENT TEMPERATURE

AMBIENT HUMIDITY

WEIGHT

DIMENSIONS(mm)

CONNECTION DIAGRAMS
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AK2T

PF113A

PF113A-E

AK3T

AK3TL

3PDT(3C)

Ag Alloy

10
5

times

10
7

times

AC 80% Max.
DC 80% Max.

AC 30% Max.
DC 10% Max.

-10 ~ + 55℃℃

45 ~ 85%RH

68g

Bottom View

AK3T

PF083A PF083A-E

AK2T

AK2TL

10A / 250VAC
10A / 28VDC

2500VAC / 1Min

1200VAC / 1Min

65g

DC Coil: 1.5W
AC Coil: 1.9 ~ 2.8VA

DPDT(2C)

Bottom View

With test buttonWith test button

DC(V): 6, 12, 24, 48, 110, 120V
AC : 6, 12, 24, 48, 110/120, 220/240(V)

≥100MΩ(500VDC)

POWER RELAYCLASSIFICATION

MODEL

APPEARANCE

MOUNTING & SOCKET

PLUG-IN TERMINAL

PC-BOARD TERMINAL

WITH LED PLUG-IN

WITH LED PC-BOARD

CONTACT FORM

CONTACT MATERIAL

RATED LOAD(RESISTIVE)

ELECTRICAL LIFE

MECHANICAL LIFE

COIL

CONTACT

RATE VOLTAGE

POWER CONSUMPTION

PICKUP VOLTAGE

DROPOUT VOLTAGE

DIELECTRIC
STRENGTH

BETWEEN CONTACT & COIL

BETWEEN CONTACT

INSULATION RESISTANCE

AMBIENT TEMPERATURE

AMBIENT HUMIDITY

WEIGHT

DIMENSIONS(mm)

CONNECTION DIAGRAMS
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PF083A PF083A-E PF113A PF113A-E

PYF08A PYF08A-E PYF14A PYF14A-E

SM2S SY4S PTF08A

PTF14A PY08 PY08-02

PY14 PY14-02 PT08 PT08-02

PYC PYC-1 PYC-2

PTF08A-E

PTF14A-E

PYC-3 PYC-4 AL-35

4

Kaohsiung Headquarter

No. 151, Jin Shan Road, Kaohsiung, Taiwan

Tel :+886 7 359 5833   Fax :+886 7 359 5822

E-Mail : anv@anv.com.tw

ANV ELECTRIC (HK) LTD

Flat 4, 14/F., Block 4, Wai Wah Centre,

Shatin, N.T., Hong Kong

Tel :+852 2690 2588   Fax :+852 2690 2511

E-Mail : anv@anv.com.hk

Tainan Office

No. 60, Lin Sen Road Sec. 1, Tainan, Taiwan

Tel:+886 6 216 0988   Fax:+886 6 216 0388

E-Mail : tainan@anv.com.tw

ANV ELECTRIC (M) SDN. BHD

25-1, Jalan 1/116B, Kuchai Entrepreneur's Park,

Off Jalan Kuchai Lama, 58200 Kuala Lumpur, Malaysia

Tel :+60 3 7980 3328   Fax :+60 3 7980 3779

E-Mail : anv@anv.com.my

Taichung Office

No. 532, Wen Hsin Road Sec. 1, Taichung, Taiwan

Tel :+886 4 2320 9930   Fax :+886 4 2320 9960

E-Mail : taichung@anv.com.tw

Specifications are subject to change without notice

Taipei Office

No. 166, Fu Xing 3rd Street, Taishan Dist.,

New Taipei City, Taiwan

Tel :+886 2 2296 3133   Fax :+886 2 2296 3233

E-Mail : taipei@anv.com.tw
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